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Features

GPS

« High LNA Gain up to 32 dB
+ Antenna Gain 30 + 2 dB

« Miniaturized to 55.15x12mm
+« Low Noise 1.5 dB max

Cellular

* Advanced penta-band cellular antenna (GSM/CDMA/PCS/DCS/UMTS/IGPRS/EDGE! HSPA)

Other

e \Water Resistant IP 65 (IP 67 MA.203w version also available)

Quality textured covert design. Low profile
UV resistant ABS housing

Optional cables and connectors

Comes with high grade 3M double sided tape for quick and easy mounting

Performance Specifications

Cable / Connector Connectors Fully

Customisable

Items GPS Antenna Cellular Antenna
High performance GPS

Features ceramic patch antenna with | v 16 2200MHz
cutting edge low noise
amplifier

Frequency 1575.42 MHz + 2MHz As above

Gain 30 dB typ. As patterns
Gain at Zenith ;2.0 dBi min | -
Gain at 10 ° elevation : )
-4.0 dBi min
Axial Ratio : 2.0 dB max

Noise Figure 1.5 dB max. -

Polarization RHCP -

Qutband Attenuation 30dB min fo + 50MHz

(LNA) (fo=1575.42MHz) )

Bandwidth 10 MHz min -

VEWR <=20 <=25

Impedance 500 500
Standard 1/2/3/5/10m Standard 1/2/3/5/10m
RG-174 Cables and RG-174

Cables and Connectors fully
Customisable

Operating Temperature | -40°C ~ +85°C -40°C ~ +85°C
Storage Temperature -40°C ~ +95°C -40°C ~ +95°C
Size 59.8mm * 16mm
Housing UV resistant ABS

*note: specifications may be subject to change




